DAILY MAINTENANCE TMTG 4000

Check the engine oil level. Add oil if needed.

Check the high pressure pump oil. Add oil if needed.

Inspect and clean the recovery tank filters and gaskets.

Inspect and clean the orifices and filters.

Inspect and clean the garden hose screen.

Inspect the truckmount for water and oil leaks, loose electrical connections, etc. and repair as needed.

Lubricate the blower lube port with HydraMaster-recommended spray lubricant.

INTERVAL IN HOURS TMTG 4000

Engine oil and filter Change engine oil and filter after first 8 hours; afterwards, change the engine oil and filter every 50 hours. (Every 25 hours if operating in high ambient temperatures or heavy use conditions.)
Blower oil Change the blower oil after first 100 hours of use.
:;Illjﬁpp:;ssure Change high pressure pump oil after first 50 hours of operation. (Every 500 hours thereafter.)
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Inspect recovery tank
filters for tears, holes,
. CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|[CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|[CH| CH | CH | CH| CH | CH | CH CH CH | CH
etc. Repair or replace as
needed.
Inspect the vacuum relief
valve. Clean and CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|[CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|[CH|CH| CH | CH | CH | CH| CH | CH CH CH [ CH

lubricate as necessary.

Clean the recovery tank
thoroughly with pressure | C/l [ C/l| CI
washer.
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Check the pump drive
belt for wear and proper CH
tension. Tighten as
needed.
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Check all the hoses and
wiring for wear and CH
chafing. Secure as
needed.
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Flush the water and
chemical systems with E

, F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F|F| F |F|F
solution of equal parts
white vinegar and water.
Check all the nuts and
bolts. Tighten as CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|[CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH|CH| CH | CH CH | CH CH | CH CH CH | CH
needed.*
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Change the engine oil
and filter every 50 hours.
(Every 25 hours if R R R R R R R R R R R R R R R R R R R R R R R R
operating in high ambient
temperatures or heavy
use conditions.)
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Check the engine air
filter. Clean or replace as CH CH CH CH CH CH CH CH CH CH CH CH
necessary.
BB UELTISE CH CH CH CH CH CH CH CH CH cH cH CH
battery. Fill as needed.
Clean the battery cn ch ch ch ch ch ch ch ch ch ch ci

terminals as needed.
Replace spark plugs. R R R R R R R R R R R R
Recovery tank lid
bungees and gasket
Tie down straps and
mounting locatinos
Float switches Ch C/ C/ @] C/l C/l C/l C/l C/l C/ C/ C/l
Fuel tank (Cap, Lines,
Evap Line and Ground CH CH CH CH CH CH CH CH CH CH CH CH
Wire)
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Check the coupler
element (rubber insert)
for cracks or wear.
Replace as necessary.
Check the fuel lines.
Repair or replace as CH CH CH CH
needed.

CH CH CH CH CH CH CH CH CH CH CH CH

CH CH CH CH CH CH CH CH CH CH CH CH

CH CH CH CH

Clean and gap the spark
plugs to 0.030". Replace

if excessive carbon @l C/ el °l
buildup is visible.

Change the engine fuel

filter. R R R R
Change pump drive belt. R R R R
AWDS oil change (30W R R R R
non-detergent type)

AWDS check valve C/l C/l Cll @]
Change fuel tank filter R R R R
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Change the blower oil. R R

Change the high R R

pressure pump oil.

Check the engine valve
clearance (intake and A A
exhaust 0.004" - 0.006")

Change the fuel filter. R R
Check the coupler
element (rubber insert) CH CH
for cracks or wear.
Replace as necessary
Frame fasteners CH CH
All mounting fasteners CH CH
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Change air filters. R
Check plug wires.

CH
Replace as necessary.
Check carburetor. Clean CH

or replace as necessary.

Replace the coupler
element (rubber insert) R
for cracks or wear.

Replace as necessary

Clean the heat
ch
exchanger core
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* Check engine and blower mounting bolts, coupler retaining bolts, exhaust fasteners, etc.

Adjust A
Check CH
Clean and Inspect C/l
Clean and Lubricate C/L
Flush F

Replace R MAN-47716 Rev. A




